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Power Conversion products

Adaptor Power SupplyNKA162425T

Input 
OutputVoltage 
Mounting

: 100-300VAC
: 24.0VDC
:  TableTop

Naskon Adaptor power supply NKA162415T, has power supply giving to Water Purifier. High frequency switching technology along with appropriate thermal man-
agement makes this power supply highly reliable, efficientand compactinsize.Itis designed to operatewithACinput.Visual indicationformains availability
Itis efficiently workinginwideoperatingrangeof100Vac-300Vac.

Features:
SMPSbased Design
Over 80% efficiency at typical loading in ACmode
Multi Protection  design(OVP/OCP/SCP)

Visualindication for mains availability.
Natural convection cooled
Tabletop Adaptor Compactsize

Specifications

Note:All products specificationsare subjected to change withoutnotice.This brochure is intended for referencepurpose only.

FOR SALES INQUIRY CONTACT:

Naskonsoft solutions  Pvt Ltd.,#16-11-19,Saleem Nagar, Malakpet, Hyderabad500-036, Telangana.INDIA.//email:sales@naskonsoft.com//Tel:+91-40-67736019

Naskon Soft Solutions Pvt Ltd.,is an OEM of Telecommunications, Networking and Power Conversion products. We are an ISO 9001 certified company, Our indigenous R&D labs 

.product portfolio includes BIS CE, UL,andTSEC approved products. Commitment to provide quality products to customers,and offers customized product solutions for various Power 

and Tele communications applications.
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OUTPUT Voltageand Regulation  ( load and line)
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ENVIRONMENT Operating Temperature
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EFFICIENCY 100% Load Atinput of 230Vac and 50Hz - 80 - %

ISOLATION ShortedLineand Neutral to Earth
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PARAMETER NOTESAND CONDITIONS MIN TYP MAX UNITS


